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SEBEK 602 Thick-Bed Mortar 
 
Manufacturer: SIA LATIKRETE Baltik, Latvia 
 
Product description:   
SEBEK 602 Thick Bed Mortar is a factory prepared blend of carefully selected raw materials, portland cement and graded 
aggregates. SEBEK 602 Thick Bed Mortar was designed for use with LATICRETE 3701 Mortar Admix or LATICRETE 3642 
Latex Concentrate to produce a latex Portland cement mortar that has exceptional strength. 
 
Basic advantages: 

 Premixed—No jobsite blending of powders required 
 Safe—Non-flammable; safe to store and mix 
 Economical—saves time and money 
 Easy to Use—no special tools required 
 Versatile—wet and dry areas, walls, floors, ceilings, interior and exterior 
 High Strength Formula 
 Does not contain substances hazardous to health substances, including formaldehydes 
 The sand-and-cement composition formula is accounted with purpose to lock and retain all organic components of the mix 

thus the initial characteristics of the cured mortar remain not changed after years of utilization. 
 
Suitable Substrates: 
(When mixed with LATICRETE 3701 Mortar Admix or LATICRETE 3642 Latex Concentrate ) 

 Concrete 
 Ceramic tile & stones 
 Concrete masonry 
 Brick masonry 
 Exterior glue plywood* 
 Cement mortar beds 
 Cement backer board** 
 Cement plaster 
 Cement terrazzo 

* For interior only, over cleavage membrane with wire reinforcing. 
** Consult cement backer board manufacturer for specific installation recommendations and to verify acceptability for exterio 
 
Uses: 
For interior and exterior use for preparing conventional thick cement mortar beds, cement plasters, and concrete repairs. 
 
Physical Properties of SEBEK 602 Thick Bed Mortar 
When mixed with LATICRETE 3701 Mortar Admix or LATICRETE 3642 Latex Concentrate  

Test/Test Method Results 
Water Absorption  (ANSI A118.6–4.4) < 5% 
Compressive Strength (ANSI A118.4–6.1) 4000–5000 psi (33.8–34.5 MPa) 
TCA Service Rating (ASTM C–627) Extra Heavy 
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Working Properties of SEBEK 602 Thick Bed Mortar 
When mixed with LATICRETE 3701 Mortar Admix or LATICRETE 3642 Latex Concentrate (+21°С)   

Pot Life 1 hour 
Time to Foot Traffic 12 hour 
Time to Heavy Traffic 72 hour 
Wet Density 2166 kg/m3 

 
Note: In actual building practice inflexions are possible depending on methods of work and temperature-humidity characteristics. 
 
Precautions:  
The material contains portland cement and quartz sand, capable to cause irritation of eyes and skin. In case of straight contact it is 
necessary to wash with water. One needs to avoid dust inhalation. It is necessary to protect from children. 
 
Surface preparation:  
All surfaces should be between +4°C and +32°C and structurally sound, clean and free of all dirt, oil, grease, laitance, paint, 
concrete sealers or curing compounds. Dry, dusty concrete slabs or masonry should be dampened and excess water swept off. 
Installation may be made on a damp surface. Expansion joints shall be provided through the tile work from all construction or 
expansion joints in the substrate. New concrete and reinforced concrete constructions should be sustained for 28 days in normal 
temperature-humidity conditions before spreading glutinous solutions on them.  
 
Application 
Mortar Bed 
Mixing Mortar Bed—Dry Pack Consistency for floors 
Mix a bag (28 kg) of SEBEK 602 Thick Bed Mortar to 2,7 liters of LATICRETE 3701 or LATICRETE 3642. Nineteen (19) liters of 
LATICRETE 3701 or LATICRETE 3642 mixes with approximately 7 bags of SEBEK 602 Thick Bed Mortar, yielding 
approximately 4 m² 25 mm thick. Mix to a stiff, semi-dry consistency (refer to bag for mixing hints). Mix ratio may vary dependent 
upon weight of finish. 
Bonded Mortar Bed—Installation 
Before placing mortar, apply a slurry bond coat made from SEBEK 106 Gold or LATICRETE 4237 Latex Additive mixed with 
SEBEK 601 Powder. While the slurry bond coat is wet, spread the mortar and compact well. If placing tile immediately, apply a 
slurry bond coat, made from either SEBEK 106 Gold or LATICRETE 4237 Latex Additive mixed with SEBEK 601 Powder to the 
mortar. While the slurry bond coat is wet and sticky, place the tile and beat in well.  
Unbounded Mortar Bed—Installation 
Before placing mortar, place a cleavage membrane on the substrate. Place mortar over the cleavage membrane (approximately 1/2 
the depth of the mortar bed). Next, place 50 mm x 50 mm, 16 gauges galvanized welded wire mesh over the mortar. Then, place the 
balance of the mortar bed. The wire mesh should be suspended in the middle of the mortar bed. Spread the mortar and compact well. 
Minimum mortar bed thickness shall be 50 mm. If placing tile immediately, apply a slurry bond coat, made from either SEBEK 106 
Gold or LATICRETE 4237 Latex Additive mixed with SEBEK 601 Powder to the mortar. While the slurry bond coat is wet and 
sticky, place the tile and beat in well. 
 
Application 
Wall Renders 
Mixing Wall Renders 
Mix a bag (28 kg) of SEBEK 602 Thick Bed Mortar to 3,8 liters  of LATICRETE 3701 or LATICRETE 3642. Nineteen (19) liters 
of LATICRETE 3701 or LATICRETE 3642 mixes with approximately 5 bags of SEBEK 602 Thick Bed Mortar, yielding 
approximately 5,8 m² 12 mm thick. Mix to a plastic consistency. 
Wall Renders—Installation 
No slurry bond coat is required prior to placing wall renders. Apply wall render with a steel trowel pressing mortar into good 
contact with the substrate. Apply “scratch coat” first – not to exceed 12 mm thickness. Scratch mortar before it hardens. After 
“scratch coat” hardens, apply the “brown or float coat” working the mortar into good contact with the scratch coat. Do not exceed 15 
mm thickness per lift. Scratch all lifts that will receive additional float coats. Float wall with steel trowel and straight edges to form 
a plumb and true mortar surface. Allow the completed render coats to cure for 24 hours at 21° C prior to the installation of tile. 
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Application 
Concrete Repair and Resurfacing—Leveling Mortar Consistency 
Mixing Leveling Mortars 
Mix a bag (28 kg) of SEBEK 602 Thick Bed Mortar to 3,8 liters of LATICRETE 3701 or LATICRETE 3642. Nineteen (19) liters of 
LATICRETE 3701 or LATICRETE 3642  mixes with approximately 5 bags of SEBEK 602 Thick Bed Mortar, yielding 
approximately 5,8 m² 12 mm thick. Mix to a plastic consistency. Mix ratio may vary dependent upon weight of finish. 
Concrete Repair and Resurfacing— Installation 
Before placing mortar, apply a slurry bond coat made from SEBEK 106 Gold or LATICRETE 4237 Latex Additive mixed with 
SEBEK 601 Powder. Apply a slurry bond coat to all reinforcing steel and existing clean, sound and stable concrete surfaces just 
prior to placing the mortar. While the slurry bond coat is wet and sticky place the topping mortar. Compact the surface of the mortar 
with a flat trowel and ensure all voids are filled. Avoid over troweling. 
 
 
Cold Weather Note:  
The setting of portland cement mortars and grouts are retarded by low temperatures. Protect finished work for an extended period 
when installing in cold weather. 
 
Hot Weather Note: The evaporation of moisture in portland cement mortars is accelerated by hot, dry conditions. Apply mortar to 
dampened surfaces and protect freshly spread mortar and finished work when installing in temperatures over +35°C. 
 
Tools are easily cleared by water while the solution has not hardened yet. 
 
 
Warranty of the manufacturer:  
The manufacturer guarantees that under normal conditions of works execution and operation the material of SEBEK 602 Thick Bed 
Mortar will not collapse, will not lose quality while in service, will not decay into components within one (1) year from the moment 
of manufacture. 
 
Storage:  
Initial quality of material in the intact original packing is guaranteed at storage on the pallet in a dry premise at air temperature from 
0°С to +40°С within one (1) year. At high air humidity the period of storage is reduced. 
 
Packing: Bags of 28 kg, 48 bags on a Euro-pallet. 
 
Colors: Grey. 
 
LATIKRETE Baltik 
Maintenance service: 
For receiving technical literature and literature  
on safety rules for work with materials SEBEK, please 
address the dealer in Baltic: SIA LATIKRETE Baltik. 
Phone: (+371 28668308)  
Internet: www.laticrete.lv;  
E-mail: info@laticrete.lv. 

 


